Product Specification Sheet

Specifications

Appearance
Odour

pH

Coverage

Slip classification

DG classification

Facility
Solutions

]
—

hyshield

Waterborne Hybrid Floor Finish - Gloss

)
Acrylic / Polyurethane
Fewer coas required for PEERLESS JAL
maximum profection Topigihniabift
Tough long lasting finish
Easy 1o clean and maintain
UV Stable - non yellowing

e No hazardous solvents e UV stable

e Excellent wear resistance ® Easy to strip ® Low odour

Opaque white beige liquid
Acrylic

8.50 - 9.50

40-50m?/L

0.65

Non-DG

|

J

Hyshield Floor Finish Gloss 5L

Description

A waterborne hybrid Floor Finish with ultra high solids
ensuring fewer coats for maximum protection for multi-
surface applications.

Use

Suitable for ultra high speed gas burnishing. Ideal for
various surfaces such as for hard vinyl, sealed terrazzo,
unglazed quarry tiles, pre-sealed slate and indoor pre-

coated concrete.

Order code
18854416

Safety/First Aid

Eyes

Skin

Inhalation

Ingestion

If splashed in eyes, flush with water for 15
minutes. Seek medical advice.

Wash affected area with soap and water.

If mists are inhaled, remove patient to fresh air.
Seek medical advice.

Do not induce vomiting. Give milk or water to
dilute. Seek medical advice.

For more information contact your Account Manager or call 13 26 44.
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